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RSP DW 18.0-EC
Cordless reciprocating saw with pendulum stro-
ke 18.0 V
Order no. 466964
GTIN 4030293208940

Technical data
Battery voltage 18 V
Battery capacity 2,5 / 5,0 / 8,0 Ah
Orbit rate, no load 0 - 3000 rpm
Stroke 32 mm
Max. material thickness, wood 300 mm
Max. material thickness, metal 20 mm
Dimensions WxLxH 450 x 170 x 100 mm
Weight without battery pack 4,1 kg

 
Standard equipment
1 Carrying case L-BOXX® (414093) 
1 Case insert (468282)

 b Brushless motor with greater efficiency and a longer service life
 b Up to 40% less vibration thanks to double-bearing lifting rod guide for 

fatigue-free working

 b Tool-free saw blade change with ejection function allows saw blades to be 
removed from the quick tool tension contactless.

 b Variable speed control
 b Rubberised gear case for a secure grip
 b Ergonomically designed, non-slip, soft grip handle
 b Dust- and splash-proof lifting rod guide
 b Orbital stroke continuously adjustable from 0-3 mm: switch-activated, espe-

cially for fast sawing of timber

 b Accelerator switch for a slow and gentle start
 b Electronic management system (EMS) protects the machine, extends the 

service life, and increases efficiency

 b Universal saw blade holder: for an easy saw blade exchange
 b Saw support can be adjusted and detached without any tools
 b Saw blade can be turned through 180°
 b Integrated LED light
 b FLEX battery system: suitable for all FLEX 18 V battery packs. Delivery does 

not include battery and charger


